




CCT10 reveals true performance
CCT

10
 reveals why many packaging  

solutions do not satisfy the most funda-
mental requirement – protecting goods.  
All too many paper qualities, which, in the 
traditional test, achieve relatively similar 
and approved results, show very different 
values when tested for endurance. Some 
papers are able to carry heavy loads for a 
long period of time in a humid climate, 
while others fail.

CCT10 reduces waste
Billerud’s measurement method helps both 
manufacturers and users of packaging. 
CCT

10
 shows that with the right choice of 

paper, it is possible to reduce packaging 
weight and still increase performance. 
The packaging producer can be certain that 
he will deliver strong boxes and the user 
can rest assured in the knowledge that his 
goods will safely reach their final destina-
tion in perfect condition.

CCT10 – developed in Billerud Box Lab 
Billerud Box Lab at the Gruvön paper mill 
is the laboratory that can simulate reality. 
Here, innumerable qualities of fluting  
and corrugated board designs are tested.  
For more information about Billerud  
Box Lab and CCT

10
, visit our website  

www.billerud.com/CCT10.

 

CCT10 determines  

endurance

CCT10 is based on the standardi-
sed test method CCT. The same 
equipment is used, but our 
method simulates reality. The 
load is constant, the time is ten 
days and the climate is demand- 
ing. The paper qualities that 
perform well in CCT10 also per-
form better during difficult and 
demanding transportation. 

The corrugated board’s medium determines to a large 
degree how strong the packaging will be. It is the fluting 
that is measured in Corrugated Crush Tests and in CCT10.

The diagram shows a comparison between the primary fibre quality Billerud Flute® (red) and  
a 30% heavier recycled fibre medium (blue). Under normal testing conditions, the recycled 
paper appears to be much stronger (1). But if we look at what load the different papers can 
withstand over a period of ten days, we see that the primary fibre quality has a value of  
64 kilograms per metre (2) while the blue recycled quality can withstand 60 kilograms (3).  
The test curves also reveal that the load the primary fibre can withstand over a period of  
ten days causes the recycled fluting to collapse in less than half that time – 4.3 days (4).

Comparison of performance
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Load (kg/m)

Billerud Flute®

140 g/m2

High performance
recycled medium

185 g/m2

Standard CCT

CCT10

3.2 kN/m

64 kg/m

4.4 kN/m

60 kg/m
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Billerud Flute® 140 g/m2

High performance recycled medium 185 g/m2
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Billerud AB, Box 703, SE-169 27 Solna, Sweden. Tel: +46 8 553 335 00 www.billerud.com 

sales offices, EUROPe

England
BILLERUD SALES LTD.
Tel: + 44 115 975 87 60 
salesoffice.nottingham@billerud.com

France
Billerud France S.A.S.
Tel: +33 1 44 69 94 40
salesoffice.paris@billerud.com

Germany
Billerud GmbH
Tel: +49 40 320 160
salesoffice.hamburg@billerud.com

Italy
Billerud S.R.l.
Tel: +39 02 248 390 85
salesoffice.milano@billerud.com

Netherlands
Billerud Benelux B.V.
Tel: +31 251 788 130
salesoffice.benelux@billerud.com

Spain
Billerud Ibérica S.L.
Tel: +34 93 470 05 56
salesoffice.barcelona@billerud.com

Scandinavian markets 
Billerud Scandinavia
Tel: +46 8 553 337 00
salesoffice.scandinavia@billerud.com

sales offices, OUTSIDE EUROPe

China 
Billerud Trading (Shanghai) Co. Ltd
Tel: +86 21 535 106 22
salesoffice.shanghai@billerud.com

Indonesia
Billerud Asia Pacific
Tel: +62 21 5299 4439
salesoffice.jakarta@billerud.com

United Arab Emirates 
Billerud Gulf
Tel: +971 4 88 14 663 
salesoffice.gulf@billerud.com

Other markets
Billerud International
Tel: +46 8 553 336 00
salesoffice.international@billerud.com

MILLS

Billerud Beetham
Milnthorpe
Cumbria LA77AR
England
Tel: +44 15395 650 00

Billerud Gruvön
Storjohanns väg 4
SE-664 28 Grums
Tel: +46 555 410 00

Billerud Karlsborg
SE-952 83 Karlsborgsverken
Tel: +46 923 660 00

Billerud Skärblacka
SE-617 10 Skärblacka
Tel: +46 11 24 53 00


